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Title 33 

ENVIRONMENTAL QUALITY 

Part III.  Air 

 

Chapter 13. Emission Standards for Particulate Matter (Including Standards for Some 

Specific Facilities) 

Subchapter F. Abrasive Blasting 

§1327. Blasting Operations 

 A. – A.1. … 

  2. Abrasives shall contain less than 10 percent (by weight) of fines that 

would pass through a No. 80 sieve as documented by the supplier. If supplier documentation is 

not provided for weight percent of fines in abrasive material, samples shall be taken according to 

ASTM standard ASTM D 75-0387, reapproved 1992, before initial use. 

 A.3. – B.5. … 

 AUTHORITY NOTE: Promulgated in accordance with R.S. 30:2054(B)(1). 

 HISTORICAL NOTE: Promulgated by the Department of Environmental Quality, 

Office of the Secretary, Legal Affairs Division, LR 33:822 (May 2007), amended LR 35:**. 

 

§1333. Recordkeeping and Reporting 

 A. – A.4.a. … 

   b. if abrasive material is being reused, weight percent of fines as 

determined by sampling. For the purpose of determining weight percent of fines in abrasive 

material, samples shall be taken according to ASTM standard ASTM D 75-0387, reapproved 

1992; 

 A.5. – B. … 

 AUTHORITY NOTE: Promulgated in accordance with R.S. 30:2054(B)(1). 

 HISTORICAL NOTE: Promulgated by the Department of Environmental Quality, 

Office of the Secretary, Legal Affairs Division, LR 33:824 (May 2007), amended LR 35:**. 


